PA-020C 4’ high, 8" L-wall (with160 PSF surcharge)

Standard Drawings Folder
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CONSTRUCTION JOINT OPTIONS
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LIUID-TIGHT JOINT OPTIONS
NON-METALIC WATERSTOP (PVC)
2)  HYDROPHILC WATERSTOP

1. IF SLAB AND WALL ARE POURED
SEPARATELY, THE SLAB SURFACE MUST
BE THOROUGHLY CLEANED WITH WATER
AND A WRE BRUSH. THE SURFACE OF
THE JCINT SHALL BE KEPT MOIST
FOR AT LEAST 1 HOUR PRIR TO
PLACEMENT OF NEW CONCRETE.

2. THE SLAB AND WALL MAY BE
POURED AT THE SAME TIME
ELIMINATING THE NEED FOR A
CONSTRUCTION JOINT.
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4~FOOT WALL CORNER DETALS  SEE PA-025
SLAB CORNER DETAILS SEE PA-023
RESTRAINING SLAB OPTIONS SEE PA-024

GENERAL DESIGN NOTES:

*DRAINAGE SHALL BE AWAY FROM THE WALL.

*THE MINIMUM TOP WIDTH OF THE BACKFILL AGAINST THE WALL SHALL BE EQUAL TO
OR GREATER THAN THE BACKFILL HEIGHT,

COUNTY, PENNSYLVANIA

4 HIGH, 8" L-WALL (W/160psf SURCHARGE)
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